
SE
RI

ES
 9

00
0 

CATALOGUE 2021

CHARACTERISTICS

Mod. D/d MAX pressure at
23°C (bar)

Weight
(g/m)

Min. curve radius
min. (mm)

Operating
temperature (°C)

Size
(m)

TRN 4/2 NX 4/2 49 9.6 16 -55°C ÷ +100°C 50

TRN 6/4 NX 6x1 29 16 30 -55°C ÷ +100°C 100

TRN 8/6 NX 8x1 21 22.4 40 -55°C ÷ +100°C 100

TRN 10/8 NX 10x1 16 28.8 60 -55°C ÷ +100°C 50

TRN 12/9 NX 12x1,5 21 50.4 60 -55°C ÷ +100°C 50

TRN 15/12 NX 15x1,5 16 64.9 90 -55°C ÷ +100°C 50

TRN 16/13 NX 16x1,5 13 71 120 -55°C ÷ +100°C 50

TRN 18/14 NX 18x2 18 102.5 100 -55°C ÷ +100°C 50

CHARACTERISTICS

Mod. A G H L Weight (g) Pack. (pcs)

DRK 6 6 25 6 19 1 10

DRK 8 8 28.5 7 20 1 10

DRK 10 10 30.5 9 22 2 10

DRK 12 12 33 9 23 3 10

DRK 15 15 36 10 27 3 10

DRK 16 16 37 10 27.5 4 10

DRK 18 18 40 12 31 5 10

Black tubes in polyamide (PA12) 
 
According to standards: 
- DIN 74324 (except for Mod. TRN 16/13 NX)
- REACH REGULATION (EC N°1907/2006) 
- EUROPEAN DIRECTIVE RoHS n° 2002/95/EC

Tube disconnecting key Mod. DRK

Tubes Mod. TRN

CHARACTERISTICS

Mod.

PNZ-12 able to cut tubes with Ø up to 12 mm

PNZ-25 able to cut tubes with Ø up to 25 mm

PNZP-12 able to cut tubes with Ø up to 12 mm

Tube cutter tool Mod. PNZ and PNZP

Material: technopolymer

Accessories
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